
Meeting the needs of today’s commercial kitchens, 
CDN introduces the ProAccurate® Thin Tip Thermometer 
(DTT450). A super-accurate 1.5 mm thin tip measures  
the internal temperature of food with minimal impact, 
and a recalibration feature ensures the highest accuracy  
over time.

Like all thermometers under CDN’s exclusive Quick-Read® 
banner, it provides accurate temperature readings  
in just 6 seconds. The DTT450 comes in Red (meat), 
Blue (seafood), Green (produce), and Yellow (poultry), 
according to the HACCP color coding system for 
promoting food-safety, and is manufactured with 
BioCote®, an antimicrobial agent.

Features
•	NSF® Certified
•	6 second response
•	1.5 mm thin tip
•	Waterproof
•	Data-hold locks reading
•	Food-safe ABS plastic with BioCote®

•	Field calibration
•	Stainless steel stem

Specifications
Measurement Range:	 -40º to +450ºF/ -40º to +230ºC
Display Size:	 0.875 W x 0.3125 H (in)/ 

2,2 W x 0.8 H (cm)
Sensor Length:	 2.75”/7.0 cm stem
Power:	 1 LR44 included
Weight:	 0.8 oz/22.7 g
UPC:	 DTT450:	 0 18436 00461 5 

DTT450-R	0 18436 00477 6 
DTT450-G	0 18436 00478 3 
DTT450-B	0 18436 00479 0

Other:	 •	High heat 
•	Shatterproof 
•	On/off button 
•	Auto-off after 10 minutes 
•	Temperature guide 
•	Sheath can be used  
	 as handle extension 
•	2-way mounting:  
	 pocket clip/hook
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